
Bulldog P6E/P6E2 Mini Lock Fitting Instructions

ML-P6E-1

Lock Lubrication.
IMPORTANT - To ensure free movement of the lock, spray outside of lock
body with WD40 (or equivalent) minimum every four months.

Key Security.  Enter your key number here:
IMPORTANT - Your Bulldog product is supplied with two keys.  Make a note of
your personal key number in the space provided above and keep it in a safe place.
Should you lose your keys, replacements can only be obtained from the
manufacturer through your dealer.

We have taken every care in the design and manufacture
of this security device and we believe that it is an
effective deterrent.  However we cannot guarantee that it
will resist the efforts of the most determined thief and as
such we do not accept any liability for loss or damage
            caused by theft, vandalism or other illegal
             activity against property to which this
              device is fitted.

WARNING:  Under no circumstances should you use this Minilock or any other type of
hitchlock when actually travelling.

If fitting to the P6E 2004 trailer the storage bracket for the electrical socket must be removed and
relocated to the chassis as fig 2.  Ensure all bolts that have been removed are refitted and tightened fully.

This product is guaranteed for 12 months from the date of purchase.  In the unlikely event of a manufacturing fault arising with the product, Bulldog will replace or repair
the product free of charge.  This guarantee is only valid if the product has been used as directed and a valid proof of purchase is provided.  This does not affect your
statutory rights.

Lower the cover over the hitch handle.  Insert lock
bolt through both holes of the cover.  Fit the
recessed cup over end of lock bolt, then turn key a
quarter turn to lock and remove key.  Once lowered
over the handle tilt bottom of Minilock slightly back.
Fit the lock bolt behind the ‘U’ shaped stand.  Fit the
recessed cup over the end of the lock bolt and turn
the key a quarter turn to lock and remove key.

Insert dummy ball when trailer is un-hitched by
lifting the hitch handle upwards and coupling in the
normal way.
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